
Areas for Application 
•	 Apartments

•	 Lobbies
•	 Utility Areas

•	 Corridors
•	 Commercial Spaces

 
8/94 Forsyth Street

O’Connor WA 6163 

08 6371 1780 
 

sales@ledtec.com.au 
 

www.iDesigno.com.au

iDesigno is a brand by Ledtec

Aparto is an economical, 
entry-level downlight ideal for 
apartments and commercial 
spaces. It features high-lumen 
SMD technology, a PC diffuser, 
and tri-colour output for flexible 
onsite adjustment. Easy to install, 
it delivers reliable performance 
and clean, uniform lighting in a 
compact form.

TECHNICAL DATA SHEET

10W Aparto Downlight



TECHNICAL SPECIFICATIONS

Material & Finish

Ingress Protection Rating IP54

Material Composition Plastic Coated Aluminum

Product Finish White 

Product Dimensions

Dimensions 0115 x 83.4mm

Cutout 090 - 95mm

Optical Characteristics

Correlated Colour Temperature 3000K + 4000K + 5700K

Colour Rendering Index CRI 85+

LED Type SMD 

Lumen Output - Full Bezel 700 - 870lms

Lifetime 40,000hrs

SDCM <3

Beam Angle 90°

SIZE DIAGRAMS

Warranty

Warranty 5 Years

Product

Model
ID-DLU-APA-10W-90-

3CCT-WH-DIM

Luminaire Information

Rated Power 10W

Fixture Installation Recessed

Dimmable Options Dimmable

CCT Selection DIP Switch Yes

Driver Information

Driver Type Built In

Dimming Option Triac Dimmable Driver

Input Voltage 200 - 240VAC
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Measurement

Technical Data Sheet
Model No. DL134-3-

10W / C3
DL134-4-
13W / C3

DL134-6-
16W / C3

DL134-8-
20W / C3

DL134-3-
10W-D / P3

DL134-4-
13W-D / P3

DL134-6-
16W-D / P3

DL134-8-
20W-D / P3

Watt(W) 10W 13W 16W 20W 10W 13W 16W 20W

Dimension(mm) Ø115*83.4 Ø145*97.3 Ø190*115.3 Ø240*132.5 Ø115*83.4 Ø145*97.3 Ø190*115.3 Ø240*132.5

Cutout(mm) Ø90-95 Ø125-130 Ø160-170 Ø200-210 Ø90-95 Ø125-130 Ø160-170 Ø200-210

Input Voltage(V) AC100-240V AC230V

Rated Input Voltage(V) AC85-265V AC200-240V

LED SMD

SDCM <6

CCT(K) 1-CCT: 3000K/4000K/5000K/5700K   ||  3-CCT: 3000K + 4000K + 5700K 

"Luminous Flux  
(lm)  ±5%

1-CCT
Non-DIM 720-850 1040-1170 1520-1680 1900-2100 – – – –

DIM – – – – 700-830 1015-1140 1480-1660 1880-2060

3-CCT
Non-DIM 710-880 1030-1230 1500-1720 1900-2150

DIM – – – – 700-870 1010-1220 1460-1710 1880-2100

CRI ≥80

Beam Angle (°) 90°

LED Driver Built-in

DIM No Yes

Protection Class Class Ⅱ

IP Rating IP54 for roomside

IK Rating IK03

Finishing color White

Material Plastic coated aluminum

Lifetime (hr) 40,000

Glow wire test (°C) 650℃

Operating Temp.(°C) -20℃ ~45℃

Storage Temp.(°C) -20℃ ~65℃

Installation Recessed

Brand Driver option −

Model
Dimension(mm)

Size(mm)
Product Weight (Kg) Package weight (Kg)

Carton Size(cm) Qty/CTN 20GP (pcs) 40HQ (pcs)
A B C D N.W/PC G.W/PC N.W/CTN G.W/CTN

3" 115 83.4 85.5 90 Ø115*83.4 0.165 0.225 5.95 9.1 52*39.5*30.5 36 15372 35712

4" 145 97.3 118.8 125 Ø145*97.3 0.25 0.34 6 9.06 48*32.5*45 24 9240 20160

6" 190 115.3 154.8 160 Ø190*115.3 0.4 0.545 4.8 7.44 41.5*41.5*40 12 3900 8400

8" 240 132.5 192 200 Ø240*132.5 0.55 0.75 6.6 10 51.5*51.5*45 12 2640 5280
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