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30W Elegante Downlight

Areas for Application 
•	 Offices and workspaces

•	 Retail Stores
•	 Shopping Centres

•	 Educational Facilities
•	 Commercial Complexes
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The Elegante Downlight series 
features a deep reflector design 
for UGR <19, ensuring low 
glare and visual comfort. With 
an external flicker-free driver, 
it delivers stable illumination, 
making it ideal for general 
lighting applications and public 
areas where performance and 
comfort are essential.



TECHNICAL SPECIFICATIONS

Material & Finish

Ingress Protection Rating IP44

Material Composition Aluminium

Product Finish
RAL9016 - White

RAL9005 - Black

IC Rating IC4

Product Dimensions

Dimensions 0190 x 120mm

Cut Out 0160 - 170mm 

Product

Model - White ID-DLU-ELE-30W-60-

4K-WH

Model - Black
ID-DLU-ELE-30W-60-

4K-BK

Luminaire Information

Rated Power 30W

Fixture Installation Recessed 

Dimmable Options
Dimmable

DALI Dimmable Optional

Driver Information

Driver Type Tridonic Flicker Free 

Dimming Option Triac Dimmable Driver

Input Voltage 220  - 240VAC

Optical Characteristics

Correlated Colour Temperature
4000K Standard

2700K - 5000K Optional

Colour Rendering Index >90RA

LED Type CREE COB

LED Expected Lifespan 50,000 hrs

Luminous Flux 2730- 3000lm

Beam Angle 60°

UGR <19

SDCM <3
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SIZE DIAGRAMS

Warranty

Warranty 5 Years

Driver Datasheet(Triac Dimmable)
Total load wattage 7W 10W 13W 18W 25W 30W 35W 40W

 
Output

Output Voltage range
DC23-
40V

D24-38V DC30-40V

Rated output current 160mA 230mA 300mA
400mA

@4"
450mA 600mA 750mA 850mA

950mA
@3CCT

1000mA

Line Regulation ±5%

Setup, Rise Time <500ms @230V

Flickering Index 5%(LOW RISK) 4%(LOW RISK) 3%(LOW RISK)

 
Input

Input Voltage AC200-264V

Rated Input Voltage(V) AC220-240V

Frequency 50Hz

Input Current ≤0.04A ≤0.05A ≤0.06A ≤0.08A ≤0.1A ≤0.11A ≤0.15A ≤0.18A ≤0.2A ≤0.23A ≤0.24A

Rated Input Current ≤0.04A ≤0.04A ≤0.06A ≤0.07A ≤0.09A ≤0.1A ≤0.14A ≤0.17A ≤0.19A ≤0.21A ≤0.22A

Power Factor 0.9 0.8 0.9

THD -

Efficiency ≥78% ≥76% ≥80% ≥83% ≥84%

No load wattage <0.5W @230V

Protection

Short circuit protection PASS

Over voltage protection PASS

Over temperature protection PASS

Safety &EMC

Withstand voltage I/P-O/P:3.75KVac,<5mA 60S

Isolation Resistance I/P-O/P: 500VDC, ≥100M Ω

Surge IEC/EN61000-4-5( P<25W; L-N:500V) IEC/EN61000-4-5  (P≥25W L-N:1KV)

EMC Emission IEC/EN55015, IEC/EN61000-3-2

EMC Immunity IEC/EN61000-4-2,3,4,5,6,8,11; IEC/EN61547

Measurement

Code
Dimension(mm)

Size(mm)
Product Weight (Kg) Package weight (Kg)

Carton Size(cm) Qty/
CTN 

20GP 
(pcs)

40HQ 
(pcs)

A B C D N.W/PC G.W/PC N.W/CTN G.W/CTN

DL361-2.5 85 56 62 67.8 Ø85*56 0.20 0.28 13.44 15.00 48.5*36.5*32.5 48 23520 54528

DL361-3 110 75 85 90 Ø110*75 0.30 0.38 18.00 19.52 56*42.5*38.5 48 12720 30528

DL361-4 150 97 115 119 Ø150*97 0.44 0.54 12.96 14.48 53*36*46.5 24 6144 15600

DL361-5 170 112 135 139 Ø170*112 0.61 0.76 18.24 19.76 59*40*56.5 24 4992 9984

DL361-6 190 120 156 157 Ø190*120 0.70 0.85 10.20 11.60 44*44*44.5 12 3900 7800

DL361-8 240 142 191 194 Ø240*142 0.93 1.08 6.48 8.08 54.5*28*50.5 6 2016 5040

Driver Datasheet(Non-dimmable)
Total load wattage 7W 10W 13W 18W 25W 30W 35W 40W

Output

Output Voltage range DC25-42V DC30-40V

Rated output current 160mA 250mA 320mA
420mA

@4"
450mA 650mA 800mA 900mA

1000mA
@3CCT

1050mA

Line Regulation ±5%

Setup, Rise Time <500ms @230V

Flickering Index 0.5%(NO RISK) 0.8%(NO RISK) 0.5%(NO RISK)

 
Input

Input Voltage AC200-264V

Rated Input Voltage(V) AC220-240V

Frequency 50/60Hz

Input Current ≤0.04A ≤0.06A ≤0.08A ≤0.1A 0.11A ≤0.15A ≤0.18A ≤0.2A ≤0.23A ≤0.24A

Rated Input Current ≤0.04A ≤0.06A ≤0.07A ≤0.09A 0.1A ≤0.14A ≤0.17A ≤0.19A ≤0.21A ≤0.22A

Power Factor 0.85 0.9

THD -

Efficiency ≥80% ≥86% ≥88% ≥90%

No load wattage ＜ 0.5W @230V

Protection

Short circuit protection PASS

Over voltage protection PASS

Over temperature protection PASS

Safety &EMC

Withstand voltage I/P-O/P:3.75KVac,<5mA 60S

Isolation Resistance I/P-O/P: 500VDC, ≥100M Ω

Surge IEC/EN61000-4-5( P<25W; L-N:500V) IEC/EN61000-4-5  (P≥25W L-N:1KV)

EMC Emission IEC/EN55015, IEC/EN61000-3-2

EMC Immunity IEC/EN61000-4-2,3,4,5,6,8,11; IEC/EN61547
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