
Areas for Application 
•	 Feature Wall

•	 Mood Lighting
•	 Retails Displays

•	 Shop Fronts
•	 Signage & Branding Highlights

•	 Event & Stage Lighting
•	 Entertainment Venues
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A dynamic RGB/RGBW Neon 
Flex for indoor and outdoor 
use. With top and side bend 
options, it delivers vibrant, 
customisable colours through 
various control systems, 
seamlessly integrating into 
architectural curves, signage, 
and creative design features.

TECHNICAL DATA SHEET

Vivaro Neon Flex - 14.4W/M



TECHNICAL SPECIFICATIONS

Construction & Protection

Ingress Protection Rating IP67

Material Composition Premium Silicone

Operating Temperature -25°C ~ +50°C

Storage Temperature -25°C ~ +60°C

Physical Characteristics

Minimum Length 62.5mm

Dimensions 10 x 20mm

Cutting Increments 62.5mm

Bend Direction Horizontal (Side Bending)

Bend Radius 100mm

Cable Entry Options Front, Side, Bottom

Product

Model
Vivaro Neon Flex 

14.4W/m

Luminaire Information

Rated Power per Metre 14.4W/m

Mounting

Fixed Profile

Bendable Profile

Mounting Clips 

Max Length 5 - 10m

Electrical Information

Input Voltage 24VDC

Driver Options
Non-Dimmable

DALI Control

Optical Characteristics

Correlated Colour Temperature
RGB

RGBW

Colour Rendering Index 90Ra

LED Type 5050

Chips per metre 96 LEDs/m

Luminous Flux

RGBW: 186Lm/m

R: 23Lm/m

G: 70Lm/M

B: 19Lm/M

W: 83Lm/m

Beam Angle 120°

LIfetime 54,000 hours

DIMENSIONS

Accessories

Fixed Aluminum Profile

Bendable Stainless Steel Profile

Mounting Clips

Reconnection Kit for Neon Flex

RGBW LED Strip Controller Kit

RGBW Touch Panel Controller

DALI LED Dimmer

www.iDesigno.com.au		                 iDesigno by Ledtec				          © iDesigno - June 2025

Warranty

Warranty 5 Years

0-10V67
IK07

OUTDOOR

FEATURES

Vals Lighting (Shenzhen) Co.,LTD

Max run 10m
20mm

10mm

0.3m

62.5mm

valslighting.com 1

VL-SI1020-C (Pro Curve series - side bend) ®

Fully automated extrusion silicone LED flexible neon, for outdoor and indoor architectural application,
IP67 protection, specially in-feed system and end cap design enable a dot-free alignment of numerous fixtures.

Optics & Electronics

Unique integrated circuit design ensures uniformed light intensity along the entire length of fixture.
LED with 3-step MacAdam and guaranteeing consistency and high quality of light.

Customization

Front, bottom and side cable entry options available for different install options.
Endless fixture length configurations allow for the ultimate freedom of design.
Small cut unit 62.5mm, cut lengths and terminations are pre-assembled at Vals Lighting factory to ensure IP rating. 

Life Cycle

Long lifetime of L70B10>54,000 hours with Five-year limited warranty indoor and outdoor.

10M

ORDERING CODE

Family Wattage Colour Temperature IP Rating Cable Entry

ID-SI1020 14.4W RGB
RGBW-27K
RGBW-30K
RGBW-40K
RGBW-50K
RGBW-65K

67 F- Front
S - Side
B - Bottom
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PROFILES AND MOUNTING OPTIONS
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PROFILES AND MOUNTING OPTIONS

FIXED ALUMINUM PROFILE

BENDABLE STAINLESS STEEL PROFILE

MOUNTING CLIPS

PART NUMBER DETAILS

1313-FAP- *MM FAP- Fixed aluminum pro lefi

1313-BSP- *MM BSP- Bendable stainless steel pro lefi

1313-MC MC- Mounting clips

PART NUMBER DETAILS

PART NUMBER DETAILS

EXAMPLES OF INSTALLATION

EXAMPLES OF INSTALLATION

EXAMPLES OF INSTALLATION

CABLE ENTRY OPTION EXAMPLES   

F FRONT- S SIDE-LEFT- B BOTTOM-S SIDE-RIGHT-

In

FX

In

SLX

In

SRX

In

BX

In

OutFF

In

OutSLSL SRSR

In

Out

In

Out
BB

SEAMLESS SPLICING

www.ledtec.com.au

VL-SI -C1313  (  )Pro Curve series - side bend

Light emitting side  Light emitting side  Light emitting side  

BENDING INSTRUCTION 

Light emitting side  

Light emitting side  

Light emitting side  

DO NOT TWIST  

× × ×

√ √ √

×
Bending in form    curve - horizontal 

DO NOT bend in form -       wave vertical
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VL-SI -C1313  (  )Pro Curve series - side bend

Light emitting side  Light emitting side  Light emitting side  
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Light emitting side  

Light emitting side  

Light emitting side  

DO NOT TWIST  

× × ×
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BENDING INSTRUCTION

Bend in curve form - 
horizontal

Do not bend in wave form 
- vertical

CONTROL

Email: sales@ledtec.com.au www.ledtec.com.au

Product Control System Solutions

RGBW LED Strip
Controller Kit

RT4+VP

RGBW Touch Panel
Controller

T4

DALI LED Dimmer DA4-M

Product Mechanical Parameters

End power feed Bottom power feed Left side power feed Right side power feed End cap

End power feed Bottom power feed End cap

Single input with hard-wired

Double input with hard-wired

Product

Image
Product Number Wiring DiagramProduct Name

S1 S2 S3 S4 S5

P1 P2 P3 P4 P5

Neon

Neon

Neon

Left side power feed Right side power feed
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